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litfers SC-STITCHING WIRE

@ﬁ/‘ﬂﬁ T Surface Coated - Electrolytically Galvanised

Soft Wire - Round Hard Wire - Flat
Standard Quality Steel Quality
Tensile Strength 900-1100 N/mm?2 Tensile Strength 1300-1500 N/mm?
Stock Sizes: 3 Kg Spools Stock Sizes: 2 Kg Spools

Order Code MM M/1 Kg Order Code MM M/1 Kg
212-SR090 0.90 203 212-W055 0.75x0.55 345
212-SR075 0.75 292 212-W065 0.90x0.65 250
212-SR070 0.70 335 212-W078 0.96x0.78 200
212-SR060 0.60 456 212-W105 1.25x1.05 115
212-SR055 0.55 543

Different spool sizes (from 2 Kg to 90 Kg) and drums
212-SR050 0.50 657 (40 Kg to 250 Kg) are also available.

Nylon Coated (NC) - Coloured Stitching Wire

NC-Stitching Wire is coated with a thin nylon layer. This coating adheres firmly to the wire core, is scrape resistant and does
not crack when wire is used. Available on round wire only in six colours plus a clear coating.

Lotters manufactures a wide range of sizes and spools to suit all applications. Whatever you need - please falk to us!

Profitable Printing On Demand
...With Duprinter
Digital Presses

A Models to suit most printing applications
including printing envelopes

A Prices range from $7000* to suit all pockets

A High speed printing up to 7200 sheets per hour

A Resolution up to 600 DPI

A Low producion costs and no click charges

A Spot colour capability

A Automatic operation with first printed
sheet in 25 seconds

A Direct printing from both hard copy and
linked PC or Mac

. Model DP-63H pictured: A3 size, 3000-sheet feed and paper
Contact Hudson’s for a Demonstration delivery, 600 DPI and 7200 IPH. * plus GST

Hudson’s Movie Madness Competition

Congratulations to the lucky winner of 10 open Village Cinema movie
tickets in Hudson’s July 2001 competition.

And the winner is... Waller & Chester of Ballarat, Victoria.




A3 SIZE

* Economic cutting

* Small floor space required
* Easy handling

Automatic cutting with a cutting length of
430 mm and a cutting height on 40 mm.

The optical cutting line indicator is The size of paper to be cut is set
particularly practical when cutting on the sideguage scale
printed images

Fine adjustment of backguage via The inserted paper is fixed above
handwheel calibration ring the lever press: simply move the
lever across and press down firmly

professional cutting up to A3 format.

The EBA 430 has been designed for use wherever paper
has to be cut quickly and precisely on a regular basis
without a major capital investment.

Thanks to its compact dimensions it can fit into the
smallest of spaces. The tried-and-tested security
operation means it provides everyone with optimal
results every time.

Comfort

e Sideguage graduated in mm and inches

® Manual lever pressing

* Fine adjustment of backguage via calibration ring
Optical cutting line indicator

Adjustable blade depth

Safe and fast blade exchange without removal of cover

Precision

e Electromechanical blade drive

e Spindle-driven backguage for precise positioning
* Adjustable blade guide

Safety

e Two-hand safety activation with repetition blocking and control
for synchronous operation

e Safety appliances on front and rear tables

e Safety drive with integrated mechanical and electrical overflow
security

e Automatic blade return from any position
e Disc brake for immediate blade stop
e Main switch and safety switch with keys

LIKE MORE INFO?

THEN CONTACT A HUDSON BRANCH

OR VISIT OUR WEB SITE
www.hudsons.com.au




Duplo’s System 4000 unique
vacuum feed offers

superior collating &

The vacuum feed
on the System 4000
is a unique system,
designed to pick up a wide

variety of substrates with total accuracy at
high speed.

Air is pumped into the front of the stack in
the bin by a powerful and nearly silent fan
system. Another fan develops a mini
vacuum chamber to lift the top sheet from
the stack. This vacuum is created in a
series of channels that run in the direction
of paper flow. This gives the paper rigidity
for better feeding regardless of how light
its weight or how loose the grain. The
vacuum is spread evenly over a wide area
to enable sheets to be moved forward at
high speed with great stability.

All towers in the System 4000 can collate
to the left, or to the right. For increased
flexibility in systems of two towers or more,
the towers can be spilit, to run in both
directions at once when applications
demand.

The System 4000 will run at an impressive
4200 sets per hour into the bookletmaking
system, and 10,000 sets per hour into a
straight stacker.

£
S
2
1]
>
P
>
=
®
=
4

AUTOMATING
YOUR WORKFLOW

Detectors automatically sense when a
particular bin has been loaded with paper
and turn on that bin and all the hardware and
software that drives it. This makes the
System 4000 very straightforward to use, so
that minimum time is needed for training of
operators.

The System 4000 has the benefits of self-
setting misfeed, double feed and jam
detectors to make sure output is complete
and accurate. The System 4000 uses an
advanced infra-red light detection system to
provide constant and

highly accurate Bt i m el A
monitoring. ;

The modular design of
the System 4000
means that up to six
towers of ten bins each
can be combined to
create a 60 bin system,
allowing users to grow
the machines with their
specific workflow
requirements. s i
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MINIMAL DOWNTIME

Air and suction is delivered to each of the
bins independently. Whether two bins or
sixty are used, the right amounts of air and
vacuum are applied. This ensures
consistent accuracy, negligible make ready
times and soaring productivity.

Changing between different jobs, different
paper sizes and different substrates is quick
and maintains absolute optimum
productivity.

With the System 4000 running at such high
speed, reloading plays an essential part in
productivity. With this in mind, the System
4000 has been designed with a 60 mm bin
capacity to keep downtime to a minimum
by reducing reloading frequency.

The unique feed system on the System
4000 offers superb versatility; it can handle
a wide variety of substrates from 40 gsm
up to 300 gsm, from 120 mm x 148 mm up
to 350 mm x 500 mm. The system is
format indifferent, which means that an A6
sheet can be fed on the same air-blast and
vacuum settings as an A3 sheet, requiring
virtually no manual adjustment between
jobs.
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Quality
Endorsed h d
Company www.nuasons.com.au
e SYDNEY: JAMES & EAST STS MELBOURNE: 26 CEYLON STREET BRISBANE: 18 EDMONDSTONE ROAD QLD COUNTRY: (07) 5575 5077
Sandards Aural LIDCOMBE NSW 2141 NUNAWADING VIC 3131 BOWEN HILLS QLD 4006 ADELAIDE: (08) 8363 4466
Sydney & Melbourne TELEPHONE: (02) 9643 8200 TELEPHONE: (03) 9894 3434 TELEPHONE: (07) 3252 8212 PERTH: (08) 9388 3040

Email: info@hudsons.com.au
FAX: (07) 3252 5367

Email: info@hudsons.com.au
FAX: (02) 9643 8211

Email: melb@hudsons.com.au
FAX: (03) 9894 3553

TASMANIA: (03) 6234 5622

Please note all material contained in Hudson’s Good Impressions is subject to copyright and may not be reprinted in whole or in part without the express permission of
A.E. Hudson Pty Ltd. Prices quoted by A.E. Hudson Pty Ltd are trade prices and do not include GST. Limited stock is available on specials. Freight and GST are additional.
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